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MOUNT+
100 mm

Reference Conditioning

S005-PRO            Batch of 50 

Universal mounting base

www.nexelec.eu

Reliable and robust
Approved mounting base 
specially designed for NEXELEC 
detectors  

Easy assembly
Simplifies replacement of other 
brands of detectors without 
drilling new mounting holes

Quick installation
It takes just 1 minute to unscrew 
the existing base and screw on a 
new MOUNT+ base

Rip-off protection
Lockable mounting base 
reduces risk of detector removal

FUNCTIONS

FEATURES

Universal base
Polycarbonate plastic 
Installs on existing existing 
anchors 
Wide mounting spacing 
Compatible with all brands of 
detectors

Conditions of use
Indoor environment  
Temperature: -10°C to +50°C  
Humidity: 0% RH to 99% RH (non-
condensing)

Mounting (1)

Wall or ceiling 
To be used exclusively with 
NEXELEC detectors

Box content
50 mounting bases

(1) Please refer to the «Installation» section of the NEXELEC user manual. AFNOR Certification recommends mounting detectors using screws and plugs. 

Net weight: 34 g

100 mm

2 mm

Compatible detectors 
Smoke detectors: INSAFE+ / ORIGIN / 
ORIGIN+ / GUARD / GUARD+  
Carbon monoxide detectors: 
SECURE+ / AIR / AIR+  
Heat detectors: HEAT+ / WARM

Magnetic structure
Generates a specific magnetic 
field for compatible NEXELEC 
detectors

TAPE adhesive compatible (1)

Adhesive mounting system for 
NEXELEC EN14604 / EN50291 
and NF292 certified detectors

Discover product in 
details

https://nexelec.eu/en/produit/mount-2/

